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As many people know by now, the French firm JMP Solutions introduced a narrow band 
combo receiver with built in actuator drivers and ESC.  Now they bring that same 
technology to a four channel receiver with on-board ESC for servos.  The timing is 
perfect as there are now several micro servos to choose from that weigh less than 
between 1.5 and 2.5 grams complete with wires and plug.   
 
 

 
The new 4-channel JMP Servo Combo receiver weighs just 2.4 
grams with antenna and crystal.  It features an integrated ESC with 
a 3-volt cutoff for use with a single LiPoly cell.  An optional add-on 
board allows use with two or three LiPolys. 

 
 
 



 
Three of the new breed of micro servos perfectly suited for use with 
the JMP Servo Combo Receiver.  They are, left to right:  Falcon, 
Gasparin-Didel, and Westechnik.  , it is the lightest and fastest of 
the micro servos. 

 
 
Not shown is the MicroJoule servo, which requires reversing two wires in its JST plug 
before it can be used with this receiver.  The Gasparin-Didel requires the user to solder a 
JST pigtail on.  However 
 
 
 
 
 



 
Three 1.7g Falcon servos plugged into the receiver.  The last socket 
is for the battery/motor pigtail. 

 
 
 
 

 
Shown at the top is the diagram of the JST plug block at one 
end of the receiver.  Shown below is a wiring pigtail that 
allows the battery and the motor to be plugged into the 
rightmost socket.  It includes a micro switch to allow a 
“ clean” powering up of the receiver and the servos. 

 
 
 
 



 
 
 
 

2-ch. 3-ch. 2-ch. 3-ch.
1-cell 2-cell 1-cell 2-cell

JMP Acuator Combo PnP RX 2.4 2.4 JMP Servo Combo RX 2.4 2.4
PnP Act 4.6 6.9 Falcon Servos 3.4 5.1
4th Channel board 0.8 Motor/Batt/Switch pigtail 1.5 0.8
2-Cell Board 0.8 2-Cell Board 1.5

Total Weight (g) 7.0 10.9 7.3 9.8

Approximate total cost $145 $229 $202 $300

JMP Actuator and Servo-Based System Comparison
Actuator System Servo System

 
 
 
 
 
 
 
 
 
 
 


